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STA. 85160 (SB.I-500 70 STA.1313+00 (SB RYAN)
FED. ROAD DIST. M0, [ILLINOIS[FED. AID PROJECT
* (516.1, 1717, & 1818) R-5 62593
SUB-BASE GRANULAR MATERIAL, TYPE B
MATERIAL WILL BE RE-USED AS
SUB-BASE GRANULAR MATERIAL, TYPE B, 24%, 8.0° FROM OUTER _ VARIES 8.0 FROM OUTER,
AS USED FOR ROADWAY CONSTRUCTION. EDGE OF UTILITY EDGE OF UTILIT?I
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PROPOSED ELEVATION, BOTTOM OF SUB-BASE = \_
GRANULAR MATERIAL, TYPE B 24" EXISTING COMBINED SEWER PIPE
COMBINED SEWER CROSSING STATIONS:
1. SB I-57 STA. 90+32.99 (60"
2 SB I-57 STA. 130+21.70/
OMBINED SEWER CONSTRUCTION PROTECTION WB 1-94 TO I-57 CONN. STA. 342+09.91 (5'-8"” x 3'-7" BOX)
3. SB I-57 STA., 143+31.38 (7'-6" x ©'-0" DOUBLE BOX)
(SEE COMBINED SEWER CROSSING STATIONS)
4. SB I-94 STA. 1245+453.70 (48"
5. SB I-94 STA, 1265+92.81 (DOUBLE 48')
6. SB I-94 STA, 1279+30.52 (TRIPLE 48")
7. SB .I-94 STA. 1325+70.55 (10’-0 x 8-0" BOX)
8. SB 1-94 STA. 1345+70.10 (60"
SUB-BASE GRANULAR MATERIAL, TYPE B
MATERIAL WILL BE RE-USED AS
SUB-BASE GRANULAR MATERIAL, TYPE B, 24, 10.0’ , 10.0° ‘
AS USED FOR ROADWAY CONSTRLCTION.
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PROPOSED ELEVATION, BOTTOM OF SUB-BASE ,// Fd N\ \\\
GRANULAR MATERIAL, TYPE B 24" YA RN
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[ Voo 1. CONTRACTOR WILL PROVIDE A MINIMUM COVER, AS SHOWN ABOVE AT ALL
HE v TIMES DURING CONSTRUCTION AND PRIOR TO THE INSTALLATION OF THE
I Voo PERMANENT PROTECTION SLAB AND/OR_ROADWAY. CONSTRUCTION
o oo TRAFFIC SHALL NOT CROSS THE UTILITIES WITHOUT TEMPORARY COVER
| | | | OR PERMANENT SLAB IN PLACE.
1 ! H ]
o P 2. CONTRACTOR IS RESPONSIBLE FOR THE INTEGRITY OF SEWER PIPE
! \ ;oo THROUGH THE DURATION OF THE PROJECT, AND WILL NOT BE PAID FOR
i \ / ! ANY REPAIRS REQUIRED, AS DETERMINED BY THE ENGINEER, TO THE PIPE,
i Seeeel e - i DUE TO CONSTRUCTION ACTIVITIES.
. 1 3. VACUUM EXCAVATION OR HAND DIGGING MUST BE USED WITHIN 2/-0" OF
____________________________________ \‘ THE EXISTING 16'-6 x 18’-4” MWRD SEWER AND CTA DUCTS ONLY.
EXISTING 16'-6" x 18'-4" MWRD SEWER
(CTA DUCT CROSSING NOT SHOWN)
167-6" X 18'-4" MWRD SEWER - - A, 1358+93.46 SIS ILLINOIS DEPARTMENT OF TRANSPORTATION
CTA DUCT - SB I1-94 STA. 1314+13.59 F.AL 94 (DAN RYAN EXPRESSWAY)
CTA DUCT - SB I-57 STA +94.38 .
CONSTRUCTION PROTECTION MISCELL ANEOUS DETAILS:
TYLININTERNATIONAL

WORK ZONE UTILITY PROTECTION

SCALE: NONE
DATE:  MARCH 1, 2006

DRAWN BY: MPG
CHECKED BY:  TGB




